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Fuse-links 36SG
Microfuse
TIME-LAG(Slow Blow)
T-125V/250V
pluggable into micro clip of SL001 or directly
mountable on printed circuit boards

Standards and approvals
UL(Listed) 248-14

Order No.
Type:36SG

RATED
CURRENT

VOLTAGE
DROP mV
  AT In

2Fusing It
at 10 x In

min 
2A s

APPROVAL

100mA
125mA
150mA
160mA
180mA
200mA
250mA
300mA
315mA
400mA
500mA
600mA
700mA
750mA
800mA
1        A
1.2     A
1.25  A
1.5    A
1.6    A
1.8    A
2       A
2.25  A
2.5    A
2.8    A
3       A
3.15 A
4       A
5       A
6       A 
8       A 
10     A 

600
550
523
480
435
390
350
325
300
250
220
210
190
170
160
155
150
145
132
130
128
125
123
120
118
115
110
100
95
90

-22.5x10
-24.4x10
-25.0x10
-25.8x10
-26.9x10
-11.0x10
-11.7x10
-12.1x10
-12.6x10
-13.2x10
-16.0x10
-17.5x10
-18.2x10
-19.4x10
-19.8x10
02.8x10 
02.6x10 
03.8x10 
04.1x10 
04.5x10 
05.8x10 
07.5x10 
11.1x10 
11.4x10 
11.6x10 
12.0x10 
12.2x10 
13.6x10 
15.9x10 
21.1x10 

       UL248
       3.2-8(test valve)
-----0.062-3(test valve)

TYPE DIMENSION

3.6mm

10mm

4mm

0.6mm11mm

14mm

length made to order

Time current characteristics

max.min. max.

120s

120s

10min4h<3A

Rat. current In
1.1xIn 1.5xIn 2.0xIn

nxIn

>3A

_

4h

max.max. max.

5s

12s

cU
L

U
L

LEAD
WIRE

BREAKING
CAPACITY

125Vac  50A.
250Vac  50A.

RATED
VOLTAGE

125V/250V
125V/250V

FORMING
PITCH,
LENGTH

P:xx, L:xx

TYPE

36SG L

08

C US
Ph

(optional)

413 350
NO.350, Sec. 1, Zhongtou E. Rd., Wufeng,Tauchung County, 413 Taiwan
TEL:886-4-23332889    FAX:886-4-23396283
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